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Set Up Process

Face hive to the Southeast
Have a natural windbreak (to block 
winter winds)
Dappled Sunlight (Partial sunlight)

Placing Hive & Garden

Turn on irrigation system twice 
daily for the first week and once a day 
each week after (or as proscribed by 
specific seed instructions).

Begin Watering

When the drone bees aren’t tightly 
balled around cage, release the cover 
on the queen’s cage so worker bees can 
chew a hole to release her (takes about 
3 days) and place the cage in the hive.

Placing Queen



Set Up Process cont.

In the quart bee feeding jar from our 
package, mix 2/3 cup white granulated 
sugar and hot water till full.
Shake to mix contents and wait for the 
mixture to cool.
Install jar onto hive.
Continue feeding one jar a day until the 
lower box is fully drawn

Sugar Feeding

Watch your Hive Grow!



Week 2
Check to see brood, larvae, etc. to assure 
there is a queen. Typically, this in an in-
vasive process as the queen starts laying 
in the center frames and works her way 
out. If you do not see any brood, larvae, 
etc. from the outer ‘hive-view’ you will 
need to check inside the hive.

Process:
1.	 Gear up! Then turn on smoker 
and wait until you can see smoke in the 
hive before entering the hive. 
2.	 Crack off top. Be careful not to 
harm any of the corner, conductive 
spots. 
3.	 Use multitool to pry a few center 
frames loose. 
4.	 Remove frames and look for 
brood, larvae, etc. (remember exactly 
how the frames were placed originally)
*note: as soon as you find a frame with 
brood, larvae, etc. you are finished
5.	 Replace the frame(s) exactly how 
they were before you removed them. 
6.	 Replace the top of the hive. Be 
sure to line up conductive spots careful-
ly. 



Week 3

1.	 Go to hive interface and turn on 
the ‘thermo-hive’ cleanse.
2.	 That’s it! The hive will auto-
matically turn off when it’s done and 
the bees will rid the hive of the dead 
mites. 
3.	 Check the Hive Views to see if 
there are any visible mites on the bees 
days after the treatment.
4.	 Repeat mite treatment in No-
vember (explained later in the book-
let)

Treating Mites

Process



Week 4

Once both bottom boxes of the hive are 
80% filled the automated honey super 
can be added.

Honey Super Installation

Process:
1.	 Gear up! Then turn on smoker 
and wait until you can see smoke in the 
hive before entering the hive.
2.	 Crack off the top. Be careful not 
to harm any of the corner, conductive 
spots. 
3.	 Add startup automatic honey 
super to the top, be sure to line up con-
ductive spots carefully. 
4.	 Add the hive top atop of the auto-
mated honey super and that’s it! Be sure 
to line up conductive spots carefully.

*note: the queen excluder is included in 
the startup ‘flow hive’ honey supper so 
you needn’t worry about this.



2 Weeks Post Super
Check for honey from Automatic Honey Extractor

Using the instructions for the atomatic honey extractor, extract honey if neces-
sary.



Mid-July

Process:
1.	 Gear up! Start smoker and wait 
until you start to see smoke from the 
hive until you enter the hive. 
2.	 Start by emptying any and all 
honey from the hive as outlined previ-
ously. 
3.	 Insert the Bee Blocking Panel into 
position above the brood box. 
4.	 Remove the Auto Extraction Hon-
ey Super by simply lifting it off of the 
brood box base. 
5.	 Leave the Auto Extraction Honey 
Super out in full sun so that the bees 
from your hive can clean it. 
*note: if the Auto Extraction Honey Su-
per is left out in the shade it will attrac-
tive moths and ruin your super. 
6.	 Once it seems to be sufficiently 
cleaned, store in a cool, dry place until 
next season. 

Remove Auto Extraction Honey Super



November

Process:
1.	 Go to hive interface and turn on 
the ‘thermo-hive’ cleanse.
>PICTURE<
2.	 That’s it! The hive will automat-
ically turn off when it’s done and the 
bees will rid the hive of the dead mites. 
3.	 Check hive-views to see if there 
are any visible mites on the bees days 
after the treatment. 
4.	 Repeat the process in another 
week to ensure the mites are gone from 
the hive for the winter.

Another Mite Treatment



Following Years
-Once the ground thaws run the auto-
matic thermal mite extermination sys-
tem and repeat the process again in a 
week. 
-Check in early spring that the queen is 
producing brood. Use the method out-
lined previously if needed. 
-Auto Honey Extraction Supers should 
be added when the brood boxes are 80% 
full, typically mid-May. 
-Remove Auto Honey Extraction Supers 
mid-July. 
-Run the automatic thermal mite ex-
termination system in November and 
repeat the process again in a week.




